


INTERIOR PREPARATION

Remove interior belongings, or cover with 
plastic and tap the  seams and edges so 
they extend at least 6 feet out from the 
work area.

Post signs in the appropriate language 
before working and until cleaning veri�ca-
tion is complete and warn residents to 
keep out.

Use plastic sheeting to isolate contaminat-
ed rooms from non-contaminated rooms 
until cleaning veri�cation is complete. 

Close windows, doors, and tape seal vents 
in work area.
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CLEAN UP AND DISPOSAL

AT THE END OF EACH WORK DAY:

Spray-mist and collect all paint chips and 
debris and seal them in a heavy-duty plastic 
bag.;

Store all waste inside an enclosure or 
behind a barrier; keep inside containment 
during transport; and

Store all waste inside an enclosure or 
behind a barrier; keep inside containment 
during transport. 

UPON COMPLETION:

Spray-mist and fold all coverings, dirty-side 
inwards, taping the folded coverings shut 
or sealing them in heavy-duty bags that do 
not tear easily;

Store all waste inside an enclosure or 
behind a barrier; keep inside containment 
during transport; and

Upon completion clean all objects and 
surfaces in the work area and 
within 2 ft. of the work area. 
Leave no visible 
dust or debris 
behind.
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EXTERIOR PREPARATION

Cover soil, grass, or concrete  with plastic 
sheeting that is tapped or secured, and 
extends at least 10 feet beyond work 
area.

Erect vertical containment to prevent 
dust and debris from spreading to 
adjacent properties.

Isolate work areas while ensuring workers 
have access to exit and enter.

Close doors and windows within 20 feet 
of work area, including in multi-story 
buildings where work is on the same 
�oor, or any �oor below that is within 20 
feet.  

Cover any chute to prevent waste from 
dispersing.


